
Ordering Information
Standard Product Variation: Shipped Within Two Weeks

Precis ion LED Lighting for
V i s ion  and  Imag ing

Dimensional Information

Meets Specifications: CE, RoHS

General Specifications
Weight:

Finish: Black Anodized

Operating Temperature: 0-60  C˚

Power Consumption

@ 24v DC

AL17912
Ultra Bright 12” Linear Array

24W

V1 Rev.11.12.2013

3X brigher than the LL6212

Wash-down option provides IP64 compliant design

D
(Diffuser)

X

Optional
Light Conditioning

WHI(white)

Spectral 
wavelength

AL17912     -    XXX

IC
i3
C3
C5

XX  

Optional power 
compatibility

Wash Down
Option

X

W

XXX

Alternative
Connector

IC = iCS (requires 24v power supply)

Heat Sink
Option

X

H

For use in long distance or large area inspections 

C5 = Pulsar 320 Connector

Available with IC and i3 options only

C3 = Pulsar 710 Connector

M12*
(i3: 5-pin male;
IC: 4-pin male)

i3 = Combined continuous-on and strobe 
        over-drive (24 volt PS required.)

453.6 g (1 lb)

For design help, accessories or pricing, please contact: 
sales@avsupply or call: 1-858-565-1101
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http://www.advancedillumination.com/drawandmodels.html
http://www.advancedillumination.com/drawandmodels.html



