EL138

Ai) 295,000 lux. Perfect for line-scanning applications

Ai) Available in 6” increments; Lengths from 6” to 96”

Expandable, High Intensity Strip Back Light

Ai) Intensity control of entire light via 0 - 10v input
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Ordering Information

Standard Product Variation:
Shipped Within Three Weeks

Lighted
Length
Spectral
wavelength
EL138 XX - XXX
6" (blue) 470
increments (green) 530
up to 96"** (amber) 590
(red) 625
(infra-red) 850
(white) WHI

(all color) RGB

Optional power
compatibility

XX

c3a
24
IC *

A 42" maximum length
C3 = Pulsar 710 Connector
* Allows for control of intensity
on each 6” section
** Lights over 48” in length
have dual cables

Dimensional Information 3.1
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TABULATION TABLE

NBQ%’:;R (XX) | DESCRIPTION
-03 3.0" EL13803
-06 6.0" EL13806
-12 12.0" EL13812
-18 18.0" EL13818
-24 24.0" EL13824
-30 30.0" EL13830
6" increments up to a max. 96"
96 | 960" | EL13896
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Standard Variation Current Specifications Standard Product Information
Maximum draw per 152mm (6”) length
blue green  amber red infra-red  white Finish: Black Anodized
Operating Temperature: 0-60° C
Meets Specifications: CE, RoHS
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LED products provide a lifespan signifcantly
greater than other visi —_—

advancedillumination.com

For design help, accessories or pricing, please contact:
sales@avsupply or call: 1-858-565-1101
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1-800-284-2288 sales@avsupply.com
“ www.avsupply.com
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