
Ordering Information
Standard Product Variation: Shipped Within Two WeeksStock Product: Shipped Next Day

& Intensity Distribution

Precis ion LED Lighting for
V i s ion  and  Imag ing

Irradiance (mW/cm2) &
Illuminance (Lux)

LL5806
6” High Intensity Line Light

Optimal working distance:

152.4mm (6”) - 609.6mm (24”)

LEDs are 2x brighter than original design

Wash-down option - IP63 Compliant Design

LL5806-62524
LL5806-625IC
LL5806-WHI24
LL5806-WHIIC

Standard product includes 
an “M” lens, and requires 
user supplied 24vDC source.

Intensity Distribution

Intensity Cross Section
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[Taken at 152.4mm (6”)]

Lens Options - Narrow, Medium (std), or Wide

^ Leave blank for Standard, Medium (M) Lens
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Optional
Light Conditioning

C2 = Ai Connector

C5 = Pulsar 320 Connector

Available with IC, i3, and 24v options only

C3 = Pulsar 710 Connector

º Not available with Wash Down Option

XXX

Alternative
Connector

IC = iCS (requires 24v power supply)

Available with Medium or Narrow lens 
options only

i3 = Combined continuous-on and strobe 
        over-drive (24 volt PS required.)

M12*
(i3: 5-pin male;

IC/24: 4-pin male)
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For design help, accessories or pricing, please contact: 
sales@avsupply or call: 1-858-565-1101
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Dimensional Information

Meets Specifications: CE, RoHS

8 0 2 . 7 6 7 . 3 8 3 0

General Specifications
Weight:

Finish: Black Anodized

Operating Temperature: 0-60  C˚

Power Options
C2 CONNECTOR

Current Regulators:
  CS100, CS100-IC
  CS300, CS300-IC

Intensity Controllers:
  MS210, MS220
  CS410, CS420

Strobe Controllers:
   S4000
   S6000
   S6000-AS

C3 CONNECTOR

C5 CONNECTOR

Strobe Controller:
   Pulsar 320

Strobe Controller:
   Pulsar 710

IC: Inline Current Source:
Power Supplies:   
   PS24-TL (1.6A)
   PS24-1.75 (1.75A)
   PS24-4 (4.2A)
   PS24-10 (10A)
   PS24-20 (20A)

i3: Inline Strobe Unit:
Power Supplies:   
   PS24-TL (1.6A)
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226.8 g (8oz)

Optional Heat Sink

Standard Variation Current Specifications

@24

           blue      green      red     infra-red  white     
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Ø 6.5”

5.7” x 3.4”
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Narrow Lens Medium Lens Wide Lens

Area of illumination measured at 50% intensity Working
Distance
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For design help, accessories or pricing, please contact: 
sales@avsupply or call: 1-858-565-1101
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http://www.advancedillumination.com/drawandmodels.html
http://www.advancedillumination.com/drawandmodels.html



