APPRusTechnology INC.

Feature

v 3.0” LCD Video Test Monitor
Y Video Test Function
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Specification

Model APTO030

Video Patten Generating Function

R8485 Data Analyst Test Function

PTZ Cam Control and Test Function up to 255 PTZ Cam
Powered by Power Adapter or Rechargeable Battery (5 hrs)
DC 12V Power Output to Camera

UTP Cat5/6 Cable Test
New Design w/ Number Buttons

Flip out Stand and Necklace Included

Tel: 408-720-0018

Fax: 408-720-0019

982 Yorktown Dr., Sunnyvale, CA 94087
E-mail: sales@appro-us.com

Web: www.appro-us.com

Function Performance
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Signal Mode NTSC/PAL automatically suitable
Video Test Display 3.0 inch LCD screen, 960 x 240 resolution Video Generating
Video Input 1 channel BNC,brightness adjustable
Video Output 1 channel BNC
S Communication RS232, RS422 simplex and RS485
ontrol 2 )
Test Protocol Include more than 20 kinds of protocols or customized e o
Baud Rate 2400 , 4800, 9600, 19200 PTZ Testing
UTP Cable Test | Test UTP cable connection state and display in the screen Video Testing
Signal Generating Output 1 channel video signal for testing monitor
Other Function | RS485 Data Test Test the RS485 data sent from controlling device
OSD Menu English OSD menu
Keyboard New design with number buttons, easy to operation Protacel Analyzig
Power Adapter DC 9v-12v
UTP Cable Testi
Battery 2pcs 18490 standard batteries 3.7V, 1400mAh aRs Tl
Power & Battery
Rechargeable 5 hours recharging time,work for 8 hours
Low Consumption Sleeping mode, display battery power state = =
Work Temperaturs 30C_+70C Dimension (mm)
Work Humidi 30%-90% e
Others ty 2 - 99.9
Dimension 170mm x39.5mm x47mm / 6.7" x 3.9" x 1.9" —~ 600~
Weight 340g / 0.75Ib s e
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