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D/N Varifocal IR Vandal-proof Dome

%* 2.8 ~ 12mm Varifocal Lens

% 36 IR LEDs and 100ft IR Range

% Weatherproof: IP66

% White Color Available (CV-7666EW)
% Multi-Axis for Wall or Ceiling Mounting
% OSD Functions

JUNCTION BOX (oPTIONAL)

% DC 12V
@ Self-adhesive sticker m
@ cable tie
‘ @ Stopper
® Wall screws A
Image Sensor Sony Effio-E DSP, 1/3” 960H CCD ® Foam pad
Effective Pixels NTSC: 976(H)x494(V)/PAL: 976(H)x582(V) @ Round head screws
Signal System NTSC/PAL
Resolution 700 TV Lines ! a .
Sync System Intemal Sync. P‘@"
Mini lllumination 0 Lux/ F1.2 (with IR on) ‘.. 3 fe
Lens 2.8 ~ 12mm Varifocal Lens oY j’
OSD Functions ATR / 2D DNR /BLC /HLC / Mohqn q s
Detection / Privacy / Image Conversion
White Balance Auto
S/N Ratio More than 50dB
Electronic Shutter 1/50(1/60) ~ 1/100,000 sec
Video Output Composite output 1.0V p-p at 75Q ]
Gamma Correction 0.45 -
Weatherproof IP66 §
Operation Temp 14°F ~ 122°F (-10°C ~ 50°C) 3
Storage Temp 14°F ~ 140°F (-10°C ~60°C)
; : 46" x 2.95" (H
Almensions (11 7mm(\?lv2/) X 75m§n ()H))
Power G2y ; .
5W Max Power Consumption (with IR on) o \
IR Range 100ft (30m) IR Range w/ 36 IR LEDs 3 & \
Infrared Lamps Night/Day ON/OFF 3/ \
Weight 1.8 Ib (800g) | 2 J




