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EATURES

% 1/3" High Sensitivity CCD with 700 TVL
% 2.8 ~ 12mm Varifocal Lens

% 100ft IR Range with 36pcs LEDs

% Digital WDR, OSD Menu

% 2nd Test Video Out

% External Zoom/Focus Adjustment

% Cable Feed Through Arm

% IP66 Weatherproof

* DC 12V

A\ EXTERNAL DIMENSIONS

A\ SPECIFICATION

1/3" High Sensitivity CCD

Image Sensor

Signal System NTSC J/ Side

Horizontal Resolution 700 TV Lines '

Scanning System 2:1 Interface 10.2”(259.3mm)

Sync System Internal 6.8” (173mm) |

Mini lllumination 0 Lux/F1.2 (with IR on) :  — ;
Lens 2.8 ~ 12 mm Varifocal Lens = _
WDR Digital WDR E E
White Balance Auto IS S
Gain Control Auto 5 1@
SIN Ratio More than 48dB ~ T IR
Electronic Shutter AUTO: 1/50(1/60) ~ 1/100,000 sec N \\__::F‘D% J w
Video Qutput Composite output 1.0V p-p at 75Q - '
Gamma Correction 0.45 -
Operation Temp -4°F ~122°F (-20°C ~ 50°C) Rear Side

Storage Temp -4°F ~ 140° (-20°C ~ 60°C)

117(L) x 3.5"(W) x 3.9°(H) (with bracket)

Dimensions(inch / mm) (280mm (L) x 20mm(W) x 98mm(H))

O

up

Power Supply DC12V/ 600mA E0 0 02
IR LED 36 IR LEDs LEET aET RvENT
IR Range 100ft/30m (Indoor) and 65ft/20m (Outdoor) uon 108 D%N
Water Resistance IP66

Weight

2.5Ib (1130g)




