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IR Weather-proof Bullet Camera

% 1000 TVL (720p) High Resolution
% 3.6mm Fixed Lens

% 24 IR LEDs and 75ft IR Range
% IR-Cut Filter

% with Bracket and Sunshade

% Weatherproof: IP66

% DC 12V

A\ SPECIFICATION A EXTERNAL DIMENSIONS

Image Sensor 1/3" SONY IMX138 1.3MP CMOS

Effective Pixels NTSC: 960(H) x 480(V)

Scanning System 2:1 Interlaced 4.3” (109.5mm)

Sync. System Internal

e e 1000 TV Lines (720P) - B
Resolution :

Lens 3.6 mm Fixed Lens

S/N Ratio More than 50dB (AGC OFF)

Electronic Shutter AUTO

Video Output 1.0V p-p Composite output, 75Q

IR Range 75ft (23m) IR Range w/ 24 IR LEDs ]
Mini lllumination 0 Lux /F1.2 (with IR on) 6.3" (160mm)

Power DC 12V + 10% (400mA)

14°F ~ 122°F 2.7" (67.5mm)
(-10°C ~ 50°C)
6.3”(L) x 27" (W) x 2.6"(H)
(160mm(L) x 67.5mm(W) x 67.2mm(H))
Weight (g) 0.841b (380g)

Operation Temp

Dimensions

(wwz29) .9°C




