
Basler pulse
AREA SCAN CAMERAS

 � Compact, low-weight camera with elegant  
metal housing

 �Most pristine and colorful images with 
high-quality CMOS sensors

 � Your secure investment due to future- 
proof USB3 Vision technology

 �Designed to fulfill long-term availability 

 � Excellent price/performance ratio
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TECHNICAL DETAILSTECHNICAL DETAILS
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Specifications

Dimensions (in mm)

Basler pulse puA1280-54um/uc puA1600-60um/uc puA1920-30um/uc puA2500-14um/uc

Camera

Resolution (H × V pixels) 1280 × 960 1600 × 1200 1920 × 1080 2592 × 1944

Sensor Aptina AR0134 EV76C570 Aptina MT9P031 Aptina MT9P031

Sensor Size (optical) 1/3" 1/1.8" 1/3.7" 1/2.5"

Sensor Technology CMOS, global 
shutter

CMOS, global  
shutter

CMOS, rolling 
shutter

CMOS, rolling 
shutter

Pixel Size [ m2] 3.75 × 3.75 4.5 × 4.5 2.2 × 2.2 2.2 × 2.2

Frame Rate [fps] 54 60 30 14

Mono/Color Mono/Color

Video Output Format Mono (8,12), YUV 4:2:2 Packed (YCbCr 422), Bayer (8,12), RGB

Interface USB 3.0

Exposure Control Programmable via the camera API

Mechanical/Electrical

Dimensions (d × L) 38.8 mm × 28.2 mm

Housing Temperature Up to 50°C

Lens Mount CS-mount

Power Requirements Via USB 3.0 interface

Power Suspend Mode Yes, less than 20 mW, configurable

Power Consumption (typical) ~1.3 W

Weight (typical) <60 g

Conformity CE, RoHS, UL, USB3 Vision, USB-IF (in preparation)

Software/Driver

Driver Basler pylon Camera Software Suite or 3rd party USB3 Vision Software

Operating System Windows, Linux, Mac OS X

Conformity USB3 Vision, GenICam

Specifications are subject to change without prior notice. 
Latest specifications and availability can be found on our website www.baslerweb.com/pulse. Please visit www.baslerweb.com/manuals 
for the detailed camera User’s Manual and www.baslerweb.com/thirdpartyfor information on third party software.
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