
Sync System Internal
Image Sensor 1/4” Sony Ex-View HAD CCD
Resolution 520 TVL
Sensitivity 1/60 s Mode: 1.4 lux (typical, F1.6, 50 IRE)

1/4 s Mode: 0.01 lux (typical, F1.6, 50 IRE)
Iris Auto/Manual
Focus Auto/Manual
Zoom 432x (36xOptical, 12xDigital)
Video Output 1.0Vp-p/75ohm
S/N More than 50dB
White Balance Auto, ATW, Ijndoor, Outdoor, Manual
BLC Off/Auto
Wide Dynamic Range On/Off
Privacy Masking 24
Aperture (F) F1.6~F4.5
Focal Length F=3.4~122.4mm
Rotation Pan 360, Tilt 0~90
Auto Flip Rotates 180 at the bottom
Electronic Shutter 1/1 to 1.10,000 s, 22 steps
White Balance Auto, ATW, Indoor, Outdoor, One-Push, Manual
Alarm In/Out  7 in/ 2 out
Temperature -4F~140F
Humidity 0~95%
Protection Grade IP66 Outdoor Housing
Power Consumption 50 W
Receiver Built-in
Video Output Female BNC
Baud Rate 2400/4800/9600/19200bps
ID Range 1~254

BC1009/PTZAMT
High Speed Wide Dynamic PTZ
 Camera with Motion Tracking

Features 

• Heavy Duty Outdoor PTZ Camera  
• 36x Optical Zoom/12x Digital Zoom
• 1/4” Sony Ex-View CCD with 520 TV Lines
• Scheduled action setting (4 schedules)
• Wide Dynamic Range
• OSD Menu 
• Weather-Proof with IP 66 rated housing
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