computar

TG0812FCS-3

8mm F1.2 O
for 1/3 type Cameras, Fixed-focal Auto Iris DC Drive '_03_
CS-Mount .
with Foucus, w/o Amplifier g
Model No. TGO0812FCS-3 Effective Front @15.0mm t 8‘
Focal Length 8mm Lens Aperture Rear 28.8mm Q_
Max. Aperture Ratio 1:1.2 Back Focal Length 7.5mm UJ
Max. Image Format 4.8mm x 3.6mm(&6mm) Flange Back Length 12.5mm <
Operation Range | Iris F1.2 - F360C Mount CS-Mount =
Focus 0.2m - Inf. Filter Size — >
Control Iris DC Auto Iris Dimensions @32mm x 39.8mm x 33mm =
Focus Manual Weight 39¢g 9—
Object Dimension at M.O.D. 12.5cm x 9.2cm &)
Angle of View D 1/3 type 43.5° 1/4 type 32.4° <
H 34.7° 25.9° 5_
v 25.9° 16.4° D
Coil Drive 1900 @]
Control 855Q UJ
Operating Temperature —20°C - +50°C (=
M.O.D : Minimum Object Distance g
<<
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*:310mm cable is available 12.5(IN AIR) I
Wiring Diagram %
4 3 Pin No. g
o o 1 |BROWN | Control (—) =
0o 2 |RED Control (+) @
2 ! 3 |YELLOW | Drive (+) i=3
4 |ORANGE | Drive (—) <<
O
3
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Specifications subject to change without notice.

For design help, accessories or pricing, please contact:

sales@avsupply or call: 1-858-565-1101 1-800-264-2280 sales@avsupply.com |

www.avsupply.com





