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Summary Specifications %
Our Starlight 960H Series is a combination of our powerful Starlight Super- VIDEO ‘ (@)
Low Light technology and a 960H CCD image sensor. This combination Image Sensor 960K 175" CCO
) ) . . e ) Total Pixels 960 (H) x 478 (V) U)
allows our cameras to achieve higher resolution and higher sensitivity to light
) - Scanning System 2 -1 Intertace o
than conventional CCTV cameras. Our Star-Light technology offers a slow Frequency 15.734KHz (H), 59.95Mz V) H o]
shutter feature that increases the length of time the shutter remains open to Synchronization Internal or Line Lock o)
collect additional ambient light, illuminating typically dark environments. Horizontal Resolution 720 TV Lines [B/W], 700 TV Lines [Color] ‘E
Together with the 960H CCD sensor, the camera produces a clear horizontal Mg Srgeton F1.2 (30R8)- 0.0 Lux ]
resolution of up to 720 TV lines SN R 5245 (AGO o) I
P : Video Output CVBS: 1.0Vp-p/75Q _|
Features o 2612 @
* 960H 1/3” CCD Image Sensor (960 Horizontal Pixels) Lens Type Varifocal Auto Iris Lens 2iE
e 720 TV Lines [B/W], 700 TV Lines [Color] | Distance 100f Range IR T\
. ) OPERATIONAL
* 2 8~12mm Varifocal Auto Iris Lens Shutter Speed 1/808~1/1200008 (0'e]
 100ft Range IR with Intelligent Camera Sync, Smart IR Backignt OFF / ON o
« Electronic Day & Night Star-Light X2 - X512 Io
o ) . 3D-DNR OFF / Low / Middle / High
* 3D DNR (3D Digital Noise Reduction) Whito Balance ATV PUSHY MANUAL N
e Star-Light (Super Low Light Technology) Day and Night Auto / Day / Night %
* HME (Highlight Masking Exposure) Mirror OFF /V. Fiip / Rotate 1
. . . Auto Gain Control 1~20
* SLC (Side-Light Compensation) g:mma 035-07 %
* Programmable Privacy Zones (8) & Motion Detection Motion Detection 4 Motion Regions o]
e AGC/BLC/AWB Privacy Zones 8 Programmable Privacy Masks m
Range C OFF / Low / Middle /
* Easy Icon Driven OSD Menu with Built-in Joystick i e o e 1
) Sharpness 0~20 H
* IP66 Certified (Weatherproof) Highlight Masking Exposure OFF / Low / Middie / High
* Auto Sensing 24VAC/12VDC with Line Lock DPC (Dead Pixel Cancelation) OFF /ON
ENVIRONMENTAL
Operating Temperature -10°C ~ 50°C (14°F ~ 122°F)
Operating Humidity Less than 80% (Non-Condensing) u
IP Rating IPB6 (Protests against dust and high pressure water) m
Accessories (Optional) Fower Roqurement Dual D12V 8 24VA0) »
Power Consumption DC12V: 1.8W, 150mA, LED On: 3.2W, 266mA =
AC24V: 1.8W, 75mA, LED On: 3.2W, 133mA =)
MECHANICAL 18]
Housing Material Aluminum E
Dimensions 2345x822mm(9.23X323in) =
Weight 1.7 Ibs O
“Speciication Is subject to change without prior notica. o
DWC-BLJUNC 3

Junction Box for B1, B2, & B6 Housing

Toll Free: 866.446.3595 / Fax: 813.888.9262 www.digitakwatchdog.com
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For design help, accessories or pricing, please contact: 1-800-284-2288 sales@avsupply.com
sales@avsupply or call: 1-858-565-1101 www.avsupply.com






