
HDMI, VGA, BNC Inputs

Are You Using HDMI CCTV Monitors?

Monitor Features:
•	 17	&	19”	LCD	Security	Monitors
•	 Over	500	Lines	of	Resolution
•	 3D	Comb	Filter	with	De-interlace	&	Noise	Reduction
•	 NTSC/PAL/SECAM	Auto	Detection
•	 HDMI,	BNC,	VGA,	S-Video,	RCA	Inputs
•	 UL	Listed	with	FCC,	CE,	&	CB
•	 50,000	Hour	Rated	Lifespan
•	 Construction-Black	Plastic	Bezel	&	Metal	Base
•	 Remote	Control	Included

Function Panel

Signal Connectors

Model EN7517HDMI EN7519HDMI

Resolution 1280 x 1024 (SXGA)

Viewing Lines >500 Lines (TVL)

Pixel Pitch 0.264mm 0.294mm

Brightness 300 cd/m2

Contrast Ratio 800:1

Response Time 5ms

Viewing Angles 170/170

3D Comb Filter Yes

De-interlace Yes

OSD 2 out of 9 Language Options

Display Colors 16.7 Million

Speakers 2 each (3 Watts)

Video Inputs HDMI, VGA, BNC, S-Video, RCA

Video Outputs BNC (1 each)

Audio Inputs RCA, PC

Audio Outputs RCA

Mounting 75mm Vesa

Power Input AC100-240V 60/50Hz

Power Use <45W, <2W (standby)

Desk Stand Removable-Metal

Options Rack & Wall Mounts

Accessories VGA Cord, PC Audio Cord

Packaging (L x W x D) 518 x 465 x 165 580 x 515 x 165

Weight 13.22 lbs 15.43 lbs

Operating Temp 41-104° F | 5-40° C

Safety UL, CE, FCC, CB
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