
Product specifications are subject to change without notice. Visit www.everfocus.com for the most updated information. 
Models vary in different countries. Visit www.everfocus.com and select your country for accurate ordering information.

LCD MonitorsEverFocus 
®

Part Number EN7519SP

Monitor Size 19”

Resolution 1360 x 768

Viewing Line 420 TVL

Pixel Pitch 0.28

Contrast Ratio 2000 : 1 (DCR)

Response Time 5ms

Viewing Angle 160 Degrees (H & V)

Comb Filter 2D

De-interlace & 
Noise Reduction

2D DE-INTERLACE

OSD 5 keys

Display Colors 16.7 million

Speakers 2 each (3 watts)

Video Inputs BNC/VGA

Video Outputs BNC

Audio Inputs Stereo PC

Mount Capability VESA Standard

Power 
Consumption 

<25W

Power Source AC 100-240V ~ 50/

Dimensions  
(L x W x H)

17.5 x 7.5 x 13.8”

Weight 7.89 lb

Operating Temp 50 ~ 104F / 

Certifications FCC, CE

Desk Stand Tilt Stand

Accessories 
Included

Power cord, audio cable, VGA cable,  
users guide

19” LCD Monitor
EN7519SP 

Features
• Large 19” Screen Size
• 1360 x 768 Resolution 
• 2D Comb Filter
• 2D De-Interlace
• 16.7 Million Colors
• BNC/VGA Inputs
• BNC Output 
• Standard Vesa Mount

Ordering Information 
EN7519SP: 19” LCD Monitor

The EN7519SP is a 19” LCD Monitor with 1360 x 768 resolution. 
It has a 2D comb filter and 2D De-interlace. BNC and VGA Input 
and BNC output.


