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1/3” Varifocal Color Dome Camera, High Resolution, 2.8mm~11mm DC Iris & Auto Focus Lens. It Features

True Day & Night and On Screen Display, Smart IR’s , WDR & Weather and Tamperproof.

RS 485 and Remote controlled features, Camera sees up to 180 ft away in complete darkness outdoors!

On Screen Display allows flexibility to change different aspects due to the scenes illumination.

Specifications:
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IKEGAMI ELECTRONICS, (U.S.A.) INC. 

URL: http://www.ikegami.com email: cctv@ikegami.com

Headquarters 37 Brook Avenue, Maywood, NJ 07607 Phone (201)368-9171 Fax (201)569-1626

West Coast Redondo Beach, CA 90278 Ph (310)297-1900 Fax (310)536-9550

South West Waxahachie, TX 75167 Ph (972)869-2363 Fax (972)556-1057

South East Deerfield Beach, FL 33441 Ph (954)571-7177 Fax (954)571-7760

Midwest Bloomingdale, IL 60108  Ph (603)-372-8777 Fax (603)-372-8777

Image Sensor 1/3” Sony High Resolution Super HAD CCD

Resolution 700 TV Lines Color/ 780 Lines B/W, Super High

Picture Elements 976H x 494V

Synchronizing System Internal

Video Output 1.0 Vp-p Composite 75 ohms

Minimum Illumination 0 lux with Infrared on

OSD Controllable Functions:

Shutter 1/60,1/120,1/250,1/500,1/2000,1/5,000,1/10,000, 1/100,000

White Balance ATW/AWB/Manual

Back Light On/Off

Gain Control Off/Low/Medium/High

Mirror On/Off

Motion On/Off

D-Zoom Up to 8X

Gamma 0.45

Current Consumption 250mA max.

Power Supply 12V DC/24V AC

Operation Temperature -4° ~ 140°F

Lens 2.8mm-12mm DC Iris

Weight Approx. 1800g [approx. 3.98 lbs.]

Dimensions 5.4”(w) x 4”(h)

34546 789:;< =: >4?; 3@?;6@A B>:A CD>AEFG>3A FHI 9 EF??G@68J4K@5 L;M<A NOFPQ


