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ULM- 204 
HIGH END 20,1” SECURITY SURVEILLANCE TFT MONITOR 
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SPECIFICATIONS      	�;�2*�012*2<����

Display Panel 20,1" TFT LCD  

Aspect Ratio 4:3  

Display Pixel (H x V) 1600 x 1200 @ 75Hz 

Display Colour 16.7 Million 

Brightness 300cd/m² 

Contrast Ratio 800 : 1 

Response Time < 16 msec  

Viewing Angle (H/V) 178° / 178° 

Pixel Pitch 0.255mm x 0.255mm  

Filter Type 3D Comb Filter  

Video Input (Composite) 2ch input, 1.0Vp-p, 75� terminated, BNC type  

Video Output (Composite) 2ch, Looping Through, BNC type  

S-Video Input 1ch input (Y/C)  

S-Video Output 1ch (Y/C)  

VGA Input 1ch  

DVI-D/HDMI In 1ch/1ch 

PC Stereo in/out 1ch (minijack) 

Multi Display Function PIP/PBP 

Deinterlacing YES 

Noise Reduction YES 

Audio Input 3ch, RCA  

Multi Language English, Spanish, French, German, Italian 

Trigger Sensor Yes (NO / NC) 

Housing Material Steel 

Auto Source Sequencing YES 

Built-in Speakers Yes (2Wx2) 

LCD Protection Glas YES  

VESA mount interface 100mm pitch, VESA standard  

Dimensions W 460 x H389 x D82 mm (18.11 x 15.31 x 3.23 inch) 
Weight  Approx. 10.5kg  

Power Requirement AC100V - 240V DC12V / 5A 

Power Consumption <70W  


