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FEJ[ L LENGTH f=16mm =
AXDIAMETER (RATIO) F=1:1.8~6 '
ELE‘*IEMT 8 ELEMENTS 10 GROUPS o
PICTURE SIZE 6 6><r< 8mm 4L Bx6 4 3.6x4.8 e
ANCLE VER. ANGLE 22.7 16.6" 12.5° =i
HOR. ANGLE 30.0° 22.0° 16.6° 2
DA ANGLE 371 274" 20.7° S
DISTORTION (TV) —O 2 0% - - N
SHOOTIG RANGE AT VER 4577 mm 33.1mm Z4,.8mm f
MINIMUM FOCUS HOR. 67 1mm 44,3mm 33.1mm N
JISTANCE DIA. 76 5mm 55.5mm 41.5mm g
MNMUM FOCUS DISTANCE 0.1m oo
FLANGE BACK 17.526 mm_ in dir i
BACK FOCUS 14.6mm__in_dir s
FILTER SCREW SIZE MZ55x05 S
FRONT/REAR EFFECTIVE DIA. FRONT @71.7mm REAR @13 4mm 2
MOUNT C-MOUNT =
EXIT PUPIL -53 . 6mm g
TEMPERATURE RANGE -10~+50" C =
STORAGE TEMPERATURE RANGE - 20~+60"C =
RESOLUTION CENTER/CORNER CENTER 200lp/mm  CORNER 160lp/mm §
LENS COATING WIDE BAND MULTI COATING O
WEIGHT 90 @ 3
AUDIOVDEO
For design help, accessories or pricing, please contact: 1-800-284-2288 sales@avsupply.com

sales@avsupply or call: 1-858-565-1101

www.avsupply.com





