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22X Optical Zoom Block Camera  

* Specifications & Features are subject to change without prior notice. 

Key Features 

• 480TVL Horizontal Resolution  

• 22X Optical Zoom Lens 

   F1.6(W), F3.7 (T), F=3.9~85.8mm / Auto Focus 

• Min. Illumination of 0.5 Lux / 30 IRE 

• Digital Day & Night 

• Intensified DSS accumulation field up to 128X 

• Motion Detection with level adjustment 

• Convenient OSD Menu 

• Sony 1/4“ Super HADCCD 

• 480TVL Horizontal Resolution  

• 22X Optical Zoom Lens 

  F1.6(W), F3.7 (T), f=3.9~85.8mm / Auto Focus 

• Min. Illumination of 0.5 Lux / 30IRE 

• Digital Day & Night 

• Intensified DSS accumulation field up to 128X 

• Preset: 64 Preset 

• Motion Detection with level adjustment 

• Convenient OSD (On Screen Display) Control 

  (English / Chinese) 

• DC12 Voltage 

• Available in Zoom Block Module type 

Available in Zoom Module: KPC-ZM880 

Part No.: KPC-ZA880NHL 

22X Auto Focus Optical Zoom 

Built-in powerful 22X auto focus optical zoom lens with 40X digital 

zoom, creates up to 880X powerful zoom image. User can zoom in on 

distance subjects with side area surveillance applications. 

Digital Slow Shutter (DSS) technology enhances the low light 
performance of the camera, producing outstanding images in low 
light conditions. DSS slows the picture frame rate and increases 
the cameras sensitivity 

DSS Low Light Technology 

   Conventional Camera               KPC-ZA880NHL 
The new advanced Sony 1/4’ Super HAD CCD and DSP Chipset 

built-in,  KPC-ZA880 provides you the world highest horizontal 

resolution up to 480 TV Lines for color. User can expect 

extremely clear and excellent visual image quality 

     Conventional Camera                          KPC-ZA880 

High Resolution of      8O TV Lines 4 

For design help, accessories or pricing, please contact: 
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Convenient OSD Menu 

Day Time                                 Night Time 

Back Light Compensation Zone & Level 
According to the various user environments, user can position 
the backlight compensation zone and set levels to optimize 
desired picture  

             BLC Off  BLC On 

All camera operation can be easily controlled by OSD (On-Screen 

Display) menu on the monitor screen that Users can adjust this 

camera for optimum setup with great convenience. 

Motion Detection 
When user is simultaneously monitoring at the same time, KPC-

ZA880 detects a motion of any objects on the screen and 

transmits alert signal into the external alarm to have user’s 

attention on the screen 

General Feature Diagram 

(Unit: mm) 

* Specifications & Features are subject to change without prior notice. 
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Part No.: KPC-ZA880NHL 

Digital Day & Night 

High advanced program built-in,  KPC-ZA880 Provides 

true Color Image at day time and real B/W Image at night 

time. Digital day & night will enhance light sensitivity for 

monochrome mode and clear picture will be delivered at 

dark lighting condition at lower cost. 

A/D KEY FUNCTION A/D KEY FUNCTION 

1 NEG/POS 5 AUTO TILT 

2 TELE 6 BRIGHT UP 

3 WIDE 7 BRIGHT DOWN 

4 AUTO PAN 8 DAY&NIGHT 

8 Key Remote Control 

(Option) 

KA-08HD-1M (5ft)  /  KA-08HD-35M (115ft) 

A/D Key RCA Male A/D Key RCA Female 

7 Pin, 2.5 Pitch 

Explanation of the Back 

1) Wide Key 

2) Near Key 

3) Tele Key 

4) Far Key 
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Technical Specification 

* Specifications & Features are subject to change without prior notice. 

Part No.: KPC-ZA880NHL 

Model KPC-ZA880NHL KPC-ZA880PHL 

Signal System NTSC PAL 

Image Sensor 1/4" Sony Super HAD CCD 

Scanning System 2:1 Interlace 

Scanning Frequency (H) X (V) 15.734 KHz X 59.94 Hz 15.625 KHZ X 50 Hz 

Total Pixels / Effective Pixels 811(H) x 508(V) / 768(H) x 494(V) 
795(H) x 596(V) / 752(H) x 582(V) 

 

Synchronization Internal  /  Line-Lock 

Horizontal Resolution 480 TV Lines 

Lens / (Digital Zoom Ratio) 22X Optical Zoom Lens (f=3.9~85.8mm / F1.6~F3.7) / (40X Digital Zoom) 

Shutter Speed 1/60 ~ 1/100,000 sec 1/50 ~ 1/100,000 sec 

Video Output Level 1Vp-p Composite (75Ω), Unbalanced 

S/N Ratio More than 48dB (AGC Off) 

Min Illumination 0.5 Lux /  30IRE 

Min. Object Distance 0.01mm (Wide), 1M (Tele) 

Gamma λ = 0.45 

Preset 64 Preset 

OSD  

Function 

OSD Built-in 

Day & Night Digital Day & Night  (Auto  /  Color  /  B/W  /  External) 

Focus Mode AUTO  /  MANUAL 

Digital slow Shutter (DSS) OFF, 2~128 Field (Option) 

BLC ON  /  OFF 

AGC OFF, 8dB~38dB 

White Balance ATW  /  Indoor  /  Outdoor  /  Push Auto  /  Manual (R Gain, B Gain) 

Motion Detection ON  /  OFF 

Language English, Chinese 

Protocol KT&C, Pelco-D Compatible 

External Control A/D KEY, RS-485, RS-232C TTL, PTZ Controller  

Operating Temperature -10 °C ~ 50 °C (14 °F ~ 122 °F) 

Storage Temperature -20 °C ~ 60 °C (-4 °F ~ 140 °F) 

Humidity Less than 80%RH 

Power Supply DC12 (±10%)  Max 300mA 

Dimensions 66mm (W) X 64mm (H) X 111mm (D) / 2.59”(W) X 2.52”(H) X 4.37”(D) 

For design help, accessories or pricing, please contact: 
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