Lens specification - NMV - 12M23

Specification Value 1/2" 1/3"
Focal length f=12mm
Max. diameter (Ratio) F=1.1.4-~16
Picture Size 6.6 x 8.8mm 4.8x6.4 4.8 x 3.6
Angle Vertical 26.2 deg. 21.4 deg. 16.1 deg.
Horizontal 38.3deg. 28.3 deg. 21.4 deg.
Diagonal 46.8 deg. 35.0 deg. 26.6 deg.
Distortion (TV) -0.07% -0.05% -0.04%
Working Dist. - 500mm 0.025x
Optical Mag. 400mm 0.031x
300mm 0.041x
200mm 0.061x
100mm 0.080x
Minimum Focus Distance 0.15m
Flange Back 17.526mm in air
Back focus 11.7mmin air
Filter Screw Size m27.0 X 0.5 e coTENTS or TS
Crecive Daner Ton | leammas smsemes e | @ININITZR
INCLUDE CHEMICALLY APPLIED AUTHORIZED ONLY FOR
Mount C - Mount OR PLATED FINISHES RESPONDING TO REQUEST FOR ROCHESTER. NEW YORK
Exit Pupil -215mm SCALE: 21 QUOTATION OR PERFORMANCE !
10 ~ +45 deg OF WORK. FOR NAVITAR
Temperature Range c WEIGHT:  See Table 0.0 inch 1.0 LENS. 17mm C1 1 A4 919" MER ADIVE!
St -40 ~ +60 deg. DR: BE ’ - - —
rong Temperature Range c o I o ﬁualovlnca
Resolution - gg?;g: 188 t:zzmm PROJECT # E2338 DO NOT SCALE DRAWING B
Weight 759 DATEDR. _ 7/11/2007 @%6 1-800-284-2288 sales@avsupply.com
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For design help, accessories or pricing, please contact:

sales@avsupply or call: 1-858-565-1101

www.avsupply.com
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