1.16 [29.5]
LENS SPECIFICATIONS - NMV5WA
Specification Value 1.00 [25.4]

Focal length f=4.5mm-+/-5% - 1.16 [29.5] — a— .32 [8.1]
Max. Diameter (Ratio) | F=1:1.4+/-5% —
Element 6 Group 7 Elements B
Picture Size 4.8 X 6.4mm
Angle - + @1.22[31] @1.12[28{5] '
Horizontal 59.4
Vertical : @1.06 [27] @1.00 [25.4]

. 79.0 .79 [20] i '
Diagonal 98.2 ‘ L
Distortion (TV) -17.1% r:l E 11-32 UN - 2A
Shooting Range @ FOR C-MOUNT
M.O.D. - CAMERA
Horizontal 180 mm a—1.20 [30.5] —=

. 260 mm

Verical

. 364 mm
Diagonal
M_|n|mum Object 0.2m
Distance
Flange Back 17.526 mm in air
Back Focus 9.96mm in air

Filter Screw Size

Effective Diameter -

Front - 15.2 mm dia.
Rear - 10.1 mm dia.
Mount C - Mount

Exit Pupil -17.5 mm
Temperature Range |[-10 ~ +45 deg. C
Strong Temperature -40 ~ +60 deg. C
Range

Resolution -

Center - 100 Line/mm
Cornter 60 Line/mm
Stopper Strength 10 kgf * cm
Endurance Tests -

Iris - 5000 Times
Focus - 5000 Times

Operating Torque -
Iris -
Focus -

50 ~ 600 gf * cm
100 ~ 1000 gf * cm

Weight -

71g+/-59

OUTLINE

DN 2R

ROCHESTER, NEW YORK

LENS, 4.5mm FL WD. ANG., 1/2", f/1.4
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INCLUDE CHEMICALLY APPLIED R, JoE
OR PLATED FINISHES RESPONDING TO REQUEST FOR
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SCALE: 11 OF WORK FOR NAVITAR
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For design help, accessories or pricing, please contact:

sales@avsupply or call: 1-858-565-1101
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