® Air Veil Fan System

® Filter Fan System

® Anti Reflective Window

® Dual Lock Security

® Surge Protected Power

® Universal Mount

® NEMA4 Standard

® Available Sizes: 24" up to 70”
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® Internal Heater o
® Closed Cell Insulation 6
o ® Air Conditioning
® Automatic Thermostat S
® Exterior Plenum Chambers Q
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SPECIFICATIONS DESCRIPTION (0]
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The ORION NEMA 4 Rated, indoor and outdoor enclosure is designed to protect al'o
ENCL-A42 maintain display efficiency. Combining rugged exterior protection with a regulateq5
Air Veil Technology interior environment. ORION LCD enclosures are suitable for both indoor ai ="
Filter Fan System outdoor locations, and are equipped wtih the latest innovations that support tl
Anti-Reflective Window lasting longevity of your screen. Our enclosure’s exclusive and patent-pending A I
Dual Lock System Veil Technology and Anti-Reflective Screen are now standard on all LC _|
Surge Protecetd Power enclosures. ('D
Universal Mounting Screen
Internal Heater Option The ORION indoor and outdoor enclosure also protected for explosive environmen

Closed Cell Insulation Option

and for temperatures as low as -22° F. We are continuously strive to change, innova
and deliver on the high expectations of our passionate customers.

Automatic Thermostat Option

External Plenum Chamber Cooling Option

*Design and specifications are subject to change without notice
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For design help, accessories or pricing, please contact: 1-800-284-2288 sales@avsupply.com
sales@avsupply or call: 1-858-565-1101 www.avsupply.com






