QN-C691T

@ Various Function Available
By On Screen Display
-Mirror Image /Nega-Posi
/Masking /Digital Zoom X2

@ Focus Adjustable
- BNC and S-VIDEO Video Out
MODEL NTSC PAL
PICK-UP DEVICE 1/10" CCD
TOTAL PIXELS 537(H) X 505(V) 537(H) X 597 (V)
EFFECTIVE PIXELS 510(H) X 492(V) 500(H) X 582(V)
SYNC SYSTEM INTERNAL / EXTERNAL SELECTABLE
SCANNING SYSTEM 2 : 1 INTERLACE
VIDEO OUT VBSX2,Y/CX1
H RESOLUTION > 380 TV LINES
MINIMUM ILLUMINATION 3 LUX F1.4(AGC ON)])
S/N RATIO > 50 dB
ELECTRONIC SHUTTER AUTO(1/60 ~ 1/120,000) / MANUAL(OFF ~ 1/12,000)
GAMMA 0.45
AGC ON(MAX 23dB) / MANUAL(FIX) / OFF
LENS f=1.26mm F=2.7 micro lens
Diagonal angle : 76.72 deg
WHITE BALANCE AUTO / AWC / MANUAL / PRESET(3200° K,5600° K)
POWER SOURCE DC 12V+10%
CURRENT 250mA
STORAGE TEMPERATURE -20°C ~ +50°C HUMIDITY LESS 20%
OPERATING TEMPERATURE -5°C ~ +40°C HUMIDITY LESS 90%
REMOTE HEAD DIAMETER 4,5mm
CABLE LENGTH 2M(Standard)
DIMENSIONS (CCU CASE) 120mm(W) X 40mm(H) X 150mm(D)
WEIGHT 800g with cable

* Dasign and specification are subject to change without notice.

® QN-C491 With Small Sized CCU and Simple Function Is Available Too.
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For design help, accessories or pricing, please contact:
sales@avsupply or call: 1-858-565-1101





