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Cinegon 1.8/16

This wide angle 16 mm focal length C-Mount lens for 1" sensor with 5
megapixel resolution enables large field of views from short working
distances, popular for food processing applications. The lens is equipped with
a broadband AR coating for 400 nm to 1000 nm for used in visible range and
in NIR. The robust and compact design with lockable focus and iris setting
guarantees reliable continuous images under production conditions. For

use in harsh environmental a ruggedized version, in which the mechanics are

special secured is available.

This option is ideal for traffic surveillance and to be used on robots. With F# of
1.8 this fast lens is suitable also in closed machines with less light. Version with

motorized p-iris offers better control in inspections systems as in-line quality
assurance in automated production lines. More available lenses for

1" sensoris a 10 mm and 70 mm focal length lens.

Cinegon 1.8/16

Key features

Applications

® Robust lens for up to 5 megapixel 1" sensors

® Broadband coating (400

- 1000 nm)

* Vibration insensitivity for stable imaging

performance

* Ruggedized version available

e \ersion with motorized p-iris available

e Traffic
= Robot Vision

® Inspection Systems

Name Cinego= *.8/16 Name Cinegon 1.8/16

Type -0901 | —0951 | -1901 Weight [g] 102

Focal Length [mm] - 16 Storagetemperature[’C]| 25470
Magnificaton |01 Ffoe] 1643
Image cirdle [mml | 16 Sl 11.08
Resolutonfum] | e 18.45
Fftrange | 18..22  HWH[oml 1198
NA o028 E, 2591
Interface CMount S [ | 17.43
Working distance [mm] | @155 S ol | 2413
ANET | s xdom 3748
Focuscontrol | manwal D 1001482
Transmission [nml | 400-1000  IDRuggedied 1058928
Filterthread [mm] | | M30.5x0.5  ID Motorized priris 1061375

Dimensions LxD fmm] | 448340
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Cinegon 1.8/16

knurled screw for iris lock allen screw for focus lock
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Distortion vs. Image Height Transmittance vs. Wavelength
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Relative Illlumination vs. Image Height
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Spectrum Name VIS
Wavelenghts [nm] 425 475 525 575 625 675
Weights 8 16 23 22 19 13

F# =1.80, ' =-0.02, O0' = 866 F# =2.80, g' =-0.02, OO' = 866 F# =5.60, ' =-0.02, O0' = 866
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- — —20.0 Ip/mm, tangential - — —40.0 Ib/mm, tangential - — —80.0 Ip/mm, tangential
——20.0 Ip/mm, radial ——40.0 Ip/mm, radial —80.0 Ip/mm, radial
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Accessories Mount Length ID
Adapter CS I\/Iount Adapter 5mm 25081
777777 C-Mount / M42 x 1 Adapter - 1075817

Ext. Tube C-Mount 5mm 39316
C-Mount 8 mm 39315

C-Mount 10 mm 39312
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