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The one to watch™ 55” LCD  Panel for Video Wall

  Specifications 
Mount Video Wall Frame

Case Metal; 2.85mm bezel (5.7mm screen to screen)

Monitor Size 55” (Diagonal) TFT Active Matrix Flat Panel Display

Visible Display Area 47.6” x  26.8” / 1209.6 x 680.4mm

Back Light LED 

HD Compatible Yes

Anti Glare Coating Yes

Built-in Power Supply Yes

Native Aspect Ratio 16:9

Resolution 1920(H) x 1080(V) 

Brightness Rating 450 cd/m² (Nit)

Contrast Ratio 3500:1

Response Time 8ms (Rising/Falling)

Color Depth 16.7M

Viewing Angle (L/R/T/B) 89/89/89/89 degrees

3D Comb Filter Yes

Operating Temp 41° ~ 104°F / 5° ~ 40°C

Humidity 10% ~ 85%

Power Requirements 100 ~ 240 VAC, 50/60 Hz

Power Consumption Active <240 Watts Max / Stand-by <1 Watt

DVI Interface x1 Input

HDMI Interface x1 1.3 Input; HDCP support 1.2

VGA Interface x1 15 pin D-sub Input

Component Interface x1 RCA (YPbPr 3x) Input

Composite Interface x4 RCA Inputs; x1 RCA Ouput

Audio Interface x1 R/L RCA Input; x1 R/L RCA Output

RS-232 Control x1 9-pin Input; x1 9-pin Output

USB Interface x2 USB2.0 Ports (updates, flash stick, card reader)

Dimensions (W x H x D) 47.9” x 27” x 4.7” / 1215.5 x 686.3 x 118.5mm

Weight Net: 79.4lbs / 36kg 

Warranty 3 year

Commercial-grade, LED-backlit, digital-signage panel designed 
for use in video wall configurations.

VW-5500

  Benefits

Full HD (1080p/i) with no downscaling; supports 8bit / 10bit dual LVDS
LED backlight – brighter picture using less power
Great picture quality with 3D Comb filter; Master ACE-5 automatic color and 
image enhancement engine
Programmable 12-bit RGB gamma correction technology
Wide viewing angle (89/89/89/89)

Specifications are subject to change.

For design help, accessories or pricing, please contact: 
sales@avsupply or call: 1-858-565-1101
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