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19” LCD flat panel display
high resolution color(600TVL) and wide 
dynamic range camera options
Adjustable camera allows for easy installation
Multi sampling technology optimizes the image to remain clear 
in various lighting conditions
High dynamic range - 102dB, max 120dB dynamic range
IR remote control and on-screen display for easy setup and control
all cables are concealed
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AC100 ~ 240V
Voltage range
[LCD]

DC12V / 100W
Power at rated voltage

NTSC/PAL
SYNC. format

TFT LCD
LCD panel

19”
Viewable picture area

1280 x 1024
Resolution (HxV)

Dual channel LVDs 16.7M colors
Display colors

Rising time: 3.6m sec. / falling time:1.4m sec.
Response time

350cd/㎡
Luminance

1000 x 1
Contrast ratio

Up:80˚, down:80˚, right:85˚, left:85˚
Viewing angle

Built-in PIR motion detector switches unit 
from aux to camera upon activation; 
range: 9.84 ~ 13.12ft (3~4m)

Motion detection (WDL-2020PVM only)

-5˚C ~ +50˚C (-4˚F to +140˚F)
Operating temp.

-20˚C ~ +60˚C (-4˚F to +140˚F)
Storage temp.

1/3” CMOS (dramatically dynamic range sensor)
Pick-up device
[Camera]

742(H) x 552(V)
Total of pixels

600 horizontal TV lines (color)
Horizontal resolution

NTSC: 525 lines interlaced
PAL: 625 lines interlaced

Scanning system

1.0Vp-p / 75Ohm composite
Video output

0.08Lux (DSS on) with F1.2lens
Sensitivity

48dB or more
S/N ratio

120dB (max), 95dB (typical)
Dynamic range

NTSC: 1/60 ~ 1/100,000
PAL: 1/50 ~ 1/100,000

Shutter speed

Vari-focal DC IRIS lens 4 ~ 9mm
Lens

For design help, accessories or pricing, please contact: 
sales@avsupply or call: 1-858-565-1101
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19” Public View Monitor System

DIMENSIONS

424mm

55mm

46mm

100mm
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